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BY: PAL CHK: PAL [ APP'0.JPS
SITE NUMBER: CT-999-0113 ) st Hwy 2A 117 ¢ SHEE SHEET REVISION HISTORY
<C
SITE NAME: LEDYAR = N
° NO: TITLE NO: DATE
SITE ADDRESS: 12 ORCHARD DRIVE el Lone 2
LEDYARD, CT 06335 Michee = 701 TIMLE SHEET 1 03 / 28 / 07
PROPERTY OWNER:  RICHARD & DIANE HOLMBERG cot SITE PLAN 1 03 /28 / 07
éAcL)EgHﬁAETa%wP R(':VTE 06335 02 PARTIAL SITE PLAN 1 03 /28 / 07
APPLICANT. OPTASITE TO\;ERS e Windward_Lane c03 COMPOUND & TOWER ELEVATION 1 03 /28 /07
' 1 RESEARCH DRIVE, SUITE 200C co4 SITE DETAILS 1 03 /28 /07
WESTBOROUGH, MA 01581 05 OMNIPOINT EQUIPMENT DETAILS 1 03 /28 / 07
CONTACT: KEITH COPPINS KenTal 7
(508) 471-1385
2C COORDINATES:  41° 28' 05.80°N % ~o
72 03 16.10"W K Ba
SITE
HORIZONTAL DATUM:  NAD 83 LOCATION
Z| | GROUND ELEVATION: 189.2
DEED REFERENCE:  BOOK 329, PAGE 1023
TAX M~B—L: 24-1790-12
4 z iT IS A VIOLATION OF LAW FOR ANY PERSON,
z CURRENT ZONING: R-40 2 UNLESS THEY ARE ACTING UNDER THE DIRECTION
z . ‘g QF A LICENSED PROFESSIONAL ENGINEER.
g SUITE 212 9
- ROCKY HILL, CT 06067 & SITE ID:
2 =
5 CONTACT: PAUL LUSITANI e CT—999-0113
3 (860) 257-4557 SITE NAME:
2 LEDYARD
DRIVING DIRECTIONS SITE ADDRESS:
i 12 ORCHARD DRIVE
3 FROM 1-395 SOQUTH: LEDYARD’ CT
il | —TAKE EXIT 79A TOWARD CT—2A EAST 06335
g —TURN RIGHT ON CT-12
1 | —TURN LEFT ON ORCHARD DRIVE DO NOT SCALE DRAW|NGS NEW LONDON COUNTY
: CONTRACTOR SHALL VERIFY ALL PLANS & EXISTING DIMENSIONS & CONDITIONS ON SHEET TTLE
PROJECT DESCRIPTION THE JOB SITE & SHALL IMMEDIATELY NOTIFY THE ENGINEER IN WRITING OF ANY
DISCREPANCIES BEFORE PROCEEDING WITH THE WORK OR BE RESPONSIBLE FOR SAME T|TLE SHEET
THIS PROJECT PROPOSES A 50" x 50" GRAVEL COMPOUND
SURROUNDED BY AN 8 FT HIGH FENCE. LOCATED INSIDE THE cr
COMPOUND WILL BE A PROPOSED 150 FOOT HIGH MONOPOLE WHICH AN CALL BEFORE YOU DIG
SHEET NUMBER

WILL HAVE 9 ANTENNAS LOCATED AT AN ELEVATION OF 147 FEET ON

THE TOWER. TELECOMMUNICATIONS EQUIPMENT WiITH ASSOCIATED MARCH 2007
ELECTRICAL AND TELEPHONE SERVICES WILL BE LOCATED IN THE
COMPOQUND. MAINTENANCE VISITS WILL CONSIST OF ONE VISIT PER

MONTH BY A TECHNICIAN IN A PICKUP TRUCK.

. SAVE BIG, CALL BEFORE YOU DIG.
1-800-922-4455 T0O1




3/28/2007 9:58:42 AM  Plotled: 3/78/2007 1:19:58 PN User: Lusitoni, Poul

Sovet

0113-C01 DWG

FTESUION LEDYARDADANNE T~ 94

APPROX.
TRUE
RO%
[\38 e N
N

T

N/F
JOHN N STUART
113 ROUTE 2
PRESTON, CT 08365
MAILING ADDRESS:
113 ROUTE 12
l PRESTON, CT 06365
B \
: A/ -
Dmvﬁ ,_/\

STURRED=

NP ,
ALBERT KOZOIL
129 ROUTE 12 I3

PRESTON, CT 06365

MAILING ADDRESS:
129 ROUTE 12
PRESTON, CT 06365 s/

/ JOSEPH SABLOWSKI

N/F 13 COVE ROAD
ARLENE M & JOSEPH DUMAIS  PRESTON, CT 063

PRESTON, CT 08365

N/ ()
CYNTHIA S & ROBERT V ALLIN T
10 COVE ROAD

N/
TERESA A & THEODORE D SCHULZ:
159 ROUTE 12
PRESTON, CT 06365

"

qavaait 2 WO
v

Toisad 0 WO

N/F
ROBERT P & MILDRED PERINGER
16 STUART DRIVE
PRESTON, CT 06365
MAILING ADDRESS:
16 STUART DRIVE
PRESTON, CT 06365

N/F
ALAN & ARLENE STARKE
71 ROUTE 12
PRESTON, CT 06365
MAILING ADDRESS: L
N 71 ROUTE 12 S
N PRESTON, CT 06365

N/F
MANUEL CARDOZA &
‘/\///JEANETTE M CARDOZA
17 COVE ROAD .
PRESTON, CT 06365 4
MAILING ADDRESS:
17 COVE ROAD

55\/‘7\ /_,/ PRESTON, CT 06365
/

’ .
-~ / e N/F / 7 o
HARRIET T PEARCE & :
ARLENE DUMAIS
15 COVE ROAD
PRESTON, CT 06365 \
MAILING ADDRESS:
15 COVE ROAD h

PRESTON T 06365/ 2
>
:

&
S
S
& A
S
§
<

PRESTON, CT 0636 5
N/F
PATRICIA A SEMIERI A
153 A ROUTE 12 REAR
PRESTON, CT 06365 \
ARLENE M & JOSEPH DUMAIS \
N/F AND HARRIET PEARCE
KENNETH H WATROUS: 12 COVE ROAD
155 ROUTE 12 PRESTON, CT 06365
PRESTON, CT 06365 /

-PROPOSED PLANTINGS ALONG
ABUTTING PROPERTY LINE, FINAL
TYPE, LOCATION, AND QUANTITY TO
BE COORDINATED WITH ABUTTING
PROPERTY OWNER

ARTHUR &: JANE E \

2002 ROUTE 12
LEDYARD, CT 06335
MAILING ADDRESS:
2002 ROGUTE 12
GALES FERRY, CT 06335

PROPOSED 10° WIDE

SURVEY NOTES:

1. BASE MAP PREPARED BY CLOUGH, HARBOUR & ASSOCIATES LLP FROM A
MAY 2004 AND JULY 2005 FIELD SURVEY.

2. LATITUDE /LONGITUDE /ELEVATIONS WERE OBTAINED USING CODE BASED GPS REFERENCED
TO_UNIV. OF RHODE ISLAND COOP CORS GPS BASE STATION.
LATITUDE /LONGITUDE ARE REFERENCED TO NAD 83 CONNECTICUT ZONE.
COORDINATES SHOWN, IF ANY, ARE EXPRESSED IN U.S. FEET. ELEVATIONS ARE REFERENCED
TO NGVD 28. TOP OF STRUCTURE HEIGHTS AS SHOWN, IF ANY, DETERMINED BY VERTICAL
ANGLE QR BY ACTUAL LOCATION.

. NORTH ORIENTATION IS NORTH BASED ON GPS.

. SUBJECT TO ANY STATEMENT OF FACT AN UP-TO-DATE ABSTRACT OF TITLE
WOULD DISCLOSE.

. SUBJECT TO ALL RIGHTS, EASEMENTS, COVENANTS OR RESTRICTIONS OF RECORD.

. UNDERGROUND UTILITIES, STRUCTURES AND FACILITIES HAVE BEEN SHOWN FROM
SURFACE LOCATIONS AND MEASUREMENTS OBTAINED FROM A FIELD SURVEY,
THEREFORE THEIR LOCATIONS MUST BE CONSIDERED APPROXIMATE ONLY.
THERE MAY BE OTHER UTILIMES WHICH THE EXISTENCE OF ARE NOT KNOWN. SIZE,
TYPE AND LOCATION OF ALL UTILITIES AND STRUCTURES MUST BE VERIFIED BY
PROPER AUTHORITIES PRIOR TO ANY AND ALL CONSTRUCTION. CALL DIGSAFE PRIOR
TO ANY EXCAVATION.

. A BOUNDARY SURVEY WAS NOT PERFORMED BY CLOUGH, HARBOUR &

ASSOCIATES, LLP IN CONJUNCTION WITH THE PREPARATION OF THIS SITE.

SUBJECT TO ANY STATEMENT OF FACT THAT AN ACCURATE BOUNDARY SURVEY

WQULD DISCLOSE. BOUNDARY UNES SHOWN ARE APPROXIMATE AND ARE

FOR INFORMATIONAL PURPOSES ONLY AND SHOULD NOT BE USED FOR LAND

TRANSFERS OR BASIS FOR DESIGNS.

. SUBJECT PARCEL APPEARS TO FALL WITHIN FLOOD ZONE C ( AREAS OF MINIMAL FLOODING )
AS SHOWN ON FLOOD INSURANCE RATE MAP "TOWN OF LEDYARD, CONNECTICUT" PANEL 5 OF 20
COMMUNITY PANEL NUMBER 090157 005 EFFECTIVE DATE APRIL 1, 1981.
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IT IS A VICLATION OF LAW FOR ANY PERSON,
UNLESS THEY ARE ACTING UNDER THE DIRECTION
OF A LICENSED PROFESSIONAL ENGINEER,

TO ALTER THIS DOCUMENT.

SITE ID:
CT-998-0113
SITE NAME:
LEDYARD
SITE ADDRESS:

12 ORCHARD DRIVE
LEDYARD, CT
06335
NEW LONDON COUNTY

SHEET TMLE

SITE PLAN

SHEET NUMBER

CO1
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1. CONTRACTOR SHALL MINIMIZE DISTURBANCE TO EXISTING SITE DURING CONSTRUCTION.
EROSION CONTROL MEASURES SHALL BE IN CONFORMANCE WITH STATE OF CONNECTICUT
GUIDELINES FOR EROSION AND SEDIMENT CONTROL AND COORDINATED WITH THE
TOWN/COUNTY CODE ENFORCEMENT OFFICE.
TEMPORARY SILT FENCE EROSION CONTROL BARRIER SHALL BE
MAINTAINED THROUGHOUT SITE CONSTRUCTION. STOCK PILE ON SITE
100 FT. OF SILT FENCE FOR EMERGENCY USE. TEMPORARY
EROSION BARRIERS SHALL REMAIN IN PLACE UNTIL PERMANENT VEGETATIVE
GROUND COVER IS ESTABLISHED.
ALL DISTURBED AREAS OUTSIDE THE LIMITS OF THE EQUIPMENT LEASE AREA
AND ACCESS ROADWAY SHALL BE PERMANENTLY ESTABLISHED WITH A
VEGETATIVE GROUND COVER.
. STILLING BASIN SHALL BE UTILUZED FOR ANY DE—WATERING DISCHARGE WHICH
MAY OCCUR DURING CONSTRUCTION OPERATIONS.

PROPOSED CONSTRUCTION IMPACTS AND PERMANENT IMPROVEMENTS SHALL SITE WORK GENERAL NOTES:

NOT SIGNIFICANTLY IMPACT STORM WATER RUNOFF PATTERNS, VOLUME OR PEAK
FLOW BATES THE FL AT A o T B Ve o . ALL SITE WORK SHALL BE AS INDICATED ON THE DRAWING AND AS STIPULATED HEREIN.
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SNET #5587

ORCHARD

-PROPOSED UNDERGROUND
POWER AND TELEPHONE
FROM UTILITY POLE

ROPOSED 10°-0" WIDE

ACCESS EASEMENT

ROPOSED 10—0" WMDE
UTILITY EASEMENT

150° TOWER

SURFACE WILL PROMOTE STORM WATER INFILTRATION. 2. RUBBISH, STUMPS, DEBRIS, STICKS, STONES AND OTHER REFUSE SHALL BE REMOVED
6. CONTRACTOR SHALL INSTALL ALL EROSION AND SEDIMENTATION CONTROL MEASURES FROM THE SITE AND DISPGSED OF LEGALLY.
PRIOR TO ANY GRADING ACTIMTIES IN LOCATIONS SHOWN ON THIS PLAN. 3. THE SITE SHALL BE GRADED TO CAUSE SURFACE WATER TO FLOW AWAY FROM THE
7. SIT FENCES SHALL BE INSPECTED IMMEDIATELY AFTER EACH RANFALL AND AT LEAST EQUIPMENT AREA.
Y DURING PROLONGED RAINFALL. ANY REPAIRS THAT UIRED SHALL BE MADE
IMMEDIATELY. t EPAIRS THAT ARE REQ 4. NO FILL OR EMBANKMENT MATERIAL SHALL BE PLACED ON FROZEN GROUND. FROZEN
MATERIALS, SNOW HALL NOT R EMBANKMENT.
8. IF THE FABRIC ON A SILT FENCE SHOULD DECOMPOSE OR BECOME INEFFECTVE DURING ERIALS, SNOW CR ICE SHALL NOT BE PLAGED IN ANY FILL OR &
THE EXPECTED UFE OF THE FENCE, THE FABRIC SHALL BE REPLACED PROMPTLY. 5. THE SUBGRADE SHALL BE COMPACTED AND BROUGHT TO A SMOOTH UNIFORM GRADE
9. SEDIMENT DEPOSITS SHOULD BE INSPECTED AFTER EVERY STORM EVENT. THE DEPOSITS ~ PRIOR TO FIMISHED SURFACE APPLICATION. 1 | PARTIAL SITE PLAN
SHOULD BE REMOVED WHEN THEY REACH APPROXIMATELY ONE-HALF THE HEIGHT OF THE 6. ALL EXISTING ACTIVE SEWER, WATER, GAS, ELECTRIC, AND OTHER UTILITIES WHERE —
BARRIER. ENCOUNTERED IN THE WORK, SHALL BE PROTECTED AT ALL TIMES, AND WHERE €02 | SCALE: 17 = 30
10. SEDIMENT DEPOSITS THAT ARE REMOVED OR LEFT IN PLACE AFTER THE FABRIC HAS BEEN  REQUIRED FOR THE PROPER EXECUTION OF @ THE WORK, SHALL BE RELOCATED AS
REMOVED SHALL BE GRADED 10 CONFOR Wit T P T e D DIRECTED BY ENGINEERS. EXTREME CAUTION SHOULD BE USED BY THE CONTRACTOR 0 30 60
VeoeTon, WHEN EXCAVATING OR PIER DRILLING AROUND OR NEAR UTILITIES.  CONTRACTOR SHALL
PROVIDE SAFETY TRAINING FOR THE WORKING CREW. SoALE N FEET

11, NOT GREATER THAN 80,000 SQUARE FEET OF LAND SHALL BE EXPOSED AT ANY ONE
TIME DURING DEVELOPMENT. WHEN LAND IS EXPOSED DURING DEVELOPMENT, THE
EXPOSURE SHOULD BE KEPT TO THE SHORTEST PRACTICAL PERIOD OF TIME AND SHALL
NOT EXCEED 90 DAYS. LAND SHOULD NOT BE LEFT EXPOSED DURING THE WINTER
MONTHS.

12. ANY DISTURBED AREAS WHICH ARE TO BE LEFT TEMPORARILY, AND WHICH WILL BE 8.
REGRADED LATER DURING CONSTRUCTION SHALL BE MACHINE HAY MULCHED AND SEEDED THE BUILDING OR ORIVEWAY, SHALL BE GRADED TO A UNIFORM SLOPE, FERTILIZED,
WITH RYE GRASS TO PREVENT EROSION. HAY OR STRAW MULCH SHALL BE APPLIED TO SEEDED, AND COVERED WITH MULCH.

ALL FRESHLY SEEDED AREAS AT A RATE OF 2 TONS PER ACRES. BALES SHALL BE
UNSPOILED, AIR-DRIED. AND FREE FROM WEED, SEEDS. AND ANY COARSE MATERIAL 9. CONTRACTOR IS TO SUPPLY COMBINATION LOCKS PER ORTASITE SPECIFICATIONS.

7. ALL EXISTING INACTIVE SEWER, WATER, GAS, ELECTRIC AND OTHER UTILITIES, WHICH
INTERFERE WITH THE EXECUTION OF THE WORK, SHALL BE REMOVED AND/OR CAPPED,
PLUGGED OR OTHERWISE DISCONTINUED AT POINTS WHICH WILL NOT INTERFERE WITH THE
EXECUTION QF THE WORK, SUBJECT TO THE APPROVAL OF ENGINEERING.
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UNLESS THEY ARE ACTING UNDER THE DIRECTION
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4" GATE POST

GATE FRAME:

G ROADWAY

ROVIDE INTERMEDIATE
Hh RAILS FOR GATE OVER
20'-0" OF TOTAL WIDTH

FORK LATCH

WITH LOCK

NZ SN

S¥ Loam Frame
=

3

8'-0" (UNO)
CHAIN LINK
FABRIC

EXTERIOR SIDE

TENSION
WIRE:

1 1/2" DIA PIPE FOR 1 3/8"
GATELATCH ROD. SET IN
CONCRETE.

1_{ WOVEN WIRE SWING GATE, DOUBLE DETAIL
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TOP OF
/" FABRIC

FACILITY SIDE

PROJECT 1" ABOVE
GROUND AND SLOPE
ALL AROUND (TYP)

FINISHED GRADE
/ OR GROUND

1.1/2" MAX

CLEARANCE
FROM GRADE——

3 | WOVEN WIRE FENCE

Typ

LOAM AREA |PAVED AREA

FINISH GRADE

B

§ 3" CORNER, GATE,
END OR PULL POST

1" CROWN

>

-0

\-TOP BRACE RAIL
-/—STRETCHER BAR

{AGONAL ROD W/
] STEEL TURNBUCKLE

BOTTOM TENSION WIRE
/ FINISH GRADE OR
/ GROUND

1 1/2" MAX CLEARANCE
FROM GRADE

2 | WOVEN WIRE CORNER, GATE, END OR PULL POST
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8" MIN.
SCHEDULE 40 CONDUITS FOR NEW NOTE:

ELECTRICAL AND TELEPHONE SERVICES.
SEE UTILITY AND SITE PLANS. PROVIDE
APPROVED PULL BOXES AS REQUIRED,
AND COORDINATE INSTALLATION w/ALL
UTIUTY COMPANIES FOR INTERFACING AT
TERMINATION PQINTS. PROVIDE FULL
LENGTH PULL ROPES (TYP.).

| ~—COMPACTED BACKFILL

|~ COMPACTED
PROCESSED GRAVEL,
4" MIN. ON ALL SIDES

6 | BURIED CONDUIT DETAIL

C04 | NO SCALE

NOTE:

. THE GOETEXTILE FABRIC SHALL MEET THE DESIGN
CRITERIA FOR SILT FENCES.

. THE FABRIC SHALL BE EMBEDDED A MINIMUM OF
12" INTO THE GROUND AND THE SOIL COMPACTED
OVER THE EMBEDDED FABRIC.

3. WOVEN WIRE FENCES SHALL BE FASTENED
SECURELY TO THE FENCE POSTS WITH WIRE TIES
OR STAPLES.

. FILTER CLOTH SHALL BE FASTENED SECURELY TO
THE WOVEN WIRE FENCE WITH TIES SPACED
EVERY 24 INCHES AT THE TOP, MID—SECTION,
AND BOTTOM.

WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN
ONE ANOTHER, THEY SHALL BE OVERLAPPED BY
6 INCHES, FOLDED AND STAPLED.

. FENCE POSTS SHALL BE A MINIMUM OF 36"
LONG AND DRIVEN A MINIMUM OF 24" INTO THE
GROUND. WOOD POSTS SHALL BE OF SOUND
QUAUTY HARDWOOD AND SHALL HAVE A MINIMUM
CROSS SECTIONAL AREA OF 3.0 SQUARE INCHES.

. MAINTENANCE SHALL BE PERFORMED AS NEEDED
TO PREVENT BULGES IN THE SILT FENCE DUE TO
DEPOSITION OF SEDIMENT.
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TAPE "HIGH VOLTAGE"
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/ EDGE BEFORE PAVING
7

8" GRAVEL BASE

DETAIL AS SHOWN IS FOR
SECONDARY ELECTRIC
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VOLTAGE SERVICE
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ENCASEMENT.
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SILT FENCE DETAIL

6 IN. ¢, 2500 PSI
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°
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FOOTING

P

BOLLARD DETAIL
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SEE DETAIL CABINET CABINET
z/cosﬁk [
| 2" TELCO
I CONDUIT
! \ ] el ]
o | 1” ELECTRICAL
ki l, /‘ CONDUIT =
" | — 1 TELCO CONDUIT
A UNDERGRCUND 7O
I T o, *) TELCO DEMARC
[ BATIERY CABINET BTS EQUIPMENT ELECTRICAL
| CABINET CONDUIT UNDERGROUND
. TO POWER DEMARC
it |
in

BATTERY BACK-UP UNIT
CABINET DIMENSIONS:
66"Hx66™Wx30"D-

SUB—~BASE FRAME

MOUNTED TO SLAB W/(4) 5/8"8
x3=-3~3/4" HILTI KWK BOLT 1l
ANCHORS. SHIM IF REQUIRED

T0 LEVEL SUB—BASE FRAME:

6" GRAVEL SURFACE-

WEED BLOCK FABRIC
UNDERLAYMENT WITHIN
PROPOSED LEASE ARE,

C0S

BTS CABINET (TYP)

3/8" U-BOLT
(TYP. OF 2)

UNISTRUT
PS000 GALV.
(TYP. OF 2)

PPC CABINET
DIMENSIONS: §0"Hx25"Wx10"D

BATTERY CABINET

u BTS UNIT

PER MANUFACTURERS
REQUIREMENTS

LU
3 1/2" ¢ SCHEDULE
- - . 40 SUPPORT POST
et - =1 e W/ cAR
/\
X / \/\ SRR TRU L RIS ,&\/\/\//
W \\/\/\/ R S S A A A AR
R SRR IRRCRCLLRRIIN, 3
Ny

10'-0"Lx5'~0"Wx8"D PRECAST
CONCRETE SLAB W/#4 BARS

SPACED 8" BOTH WAYS. (TOTAL OF 2)

6" CRUSHED GRAVEL SUB BASE

SUB—BASE FRAME MOUNTED TO
SLAB W/4~5/8"¢ HILTI STAINLESS
STEEL KWK BOLTS. (MIN. 3 1/2"
EMBEDMENT). SHIM IF REQUIRED TO
LEVEL SUB-BASE FRAME. (TYPICAL
AT EACH CABINET, TOTAL OF 3)

NOTE:
PROPQSED ICE BRIDGE NOT SHOWN FOR CLARITY.

EQUIPMENT ELEVATION

C05

NO SCALE

GPS/GSM ANTENNA MOUNTED TO

ICE BRIDGE/CABLE

EXTENSION, WiTH MOUNTING

BRACKET TP P/N:
AND U-BOLT P/N:
GSM ANTENNA TO

1/27 COAX AND GROUND ATTACHED
JO PIPE EXTENSION WITH STANDOFF
KIT, MICROFLECT #B82126 OR EQUAL-

EXTENSION FOR ES11 GPS/GSM /
ANTENNA MOUNTED AT 12'-0" AGL:

3 1/27¢ SCHEDULE 40 F'IPE

"

PIPE CAl

TRAY POST

FD—061342—-00
3066T33. TOP OF
BE 12'~0" AGL.

3/8" U-BOLTS

12" CHANNEL, MICROFLECT

3 1/2"¢ SCHEDULE 40 SUPPORT

POST AND BRACKET AssEMV
(MAX. SPACING 8'=0" 0.C.)

B8Y MICROFLECT, INC. OR EQUAL

EXTENDED T TRANSMISSION LINE

HANGER BRACKET
INC. OR EQUAL. M.

SPACING 1S 40"

6 CABLE OPTION COMBINER/ et
DUPLEXERS AS SPECIFIED BY

FCM MOUNTES ON

ANCHORED INTO CONCRETE
EQUIPMENT PAD/TOWER/
MONOPOLE FOUNDATION
W/ 5/8"% HILTI-KWIK ||

BOLTS 4 TOTAL:

12°X12"%1/2"
PLATE (TYP.)

(E)CONCRETE PAD:

ICE, BRIDGE SUPPOM
B—501 OR EQUAL-

AXIMUM
HORIZONTAL AND_VERTCAL

ofoyoycxoxe
DO GG G

BY PIROD,

0.C.

T-BRACKET-

8'-0" DIRECT BURIAL PIPE COLUMN, MICROFLECT B130 OR EQUAL

-

|
l

12'—0" DIRECT BURIAL PIPE COLUMN, MICROFLECT 8273 OR EQUAL

%
-
I

X
S
S

%
A

¥
X
D
X

EMBEDMENT 3y

X

20"

4 ~0" MIN.

2 | PROFILE AT CABLE BRIDGE

X

CO05 | NO SCALE

§'-0"

ANTENNA

NOTES:.

1. SECURE CABLES TO GRATING WITH TIE WRAPS AT
o.c.

3-0"

2. MONOPOLE WIRELESS ANTENNA LOW PROFILE PLATFORM
MANUFAGCTURED BY PIROD/MICROFLECT WIRELESS
INFRASTRUCTURE PRODUCTS P/N 852207 (OR
APPROVED EQUAL). NOTE: MOUNTING PIPES ARE

INCLUDED WATH PLATFORM.

DOWNTILT ANGLE:
PER RF ENGINEER

N
XA
WAN

K2

S

| ~——DOWNTILT BRACKET

ANTENNA MOUNT
/AND HANDRAIL
/—-—2 1/2"¢ PIPE GALV.
/'—‘PIFE TQ PIPE CLAMP

Al

T

‘&4 JLIT,

T T 7

SPUT RING CLAMP:

MONOPOLE:-

C05 | NO SCALE

it

4 | ANTENNA MOUNTING DETAIL

STRUCTURAL NOTES:

GRATING;

—

/—MONOPOLE

1.

-

~

w

17.

I3

UNIVERSAL TRI-BRACKET

8Y PIROD P/N 801068
OR APPROVED EQUAL

DESIGN REQUIREMENTS ARE PER STATE BUILDING CODE AND APPLICABLE SUPPLEMENTS, ANSI/ASCE7,
EIA/TIA~222-G STRUCTURAL STANDARDS FOR STEEL ANTENNA SUPPORTING STRUCTURES.

. CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS IN THE FIELD PRIOR TQ FADRICATION AND ERECTION OF

ANY MATERIAL.  ANY UNUSUAL CONDITIONS SHALL BE REPORTED TO THE ATTENTION OF THE CONSTRUCTION MANAGER.

. OESIGN AND CONSTRUCTION OF STRUCTURAL STEEL SHALL CONFORM TO THE AMERICAN INSTITUTE OF STEEL CONSTRUCTION

“SPECIFICATION FOR THE DESIGN, FABRICATION AND ERECTION OF STRUCTURAL STEEL FOR BUILDINGS".

. STRUCTURAL AND MISCELLANEQUS STEEL SHALL CONFORM TO ASTM A36 STRUCTURAL STEEL UNLESS OTHERWISE NOTED.

. STEEL FIPE SHALL CONFORM TO ASTM AS00 "COLD—FORMED WELOED & SEAMLESS CARBON STEEL STRUCTURAL TUBING',

GRADE A, OR ASTM AS53 PIPE STEEL BLACK AND HOT-DIPPED ZINC—COATED WELDED AND SEAMLESS TYPE E OR S, GRADE
8. PIPE SIZES INDICATED ARE NOMINAL. ACTUAL QUTSIDE DIAMETER S LARGER.

. STRUCTURAL CONNECTION BOLTS SHALL BE HIGH STRENGTH BOLTS {SEARING TYPE)AND CONFORM TO ASTM A325 “HIGH

STRENGTH BOLTS FOR STRUCTURAL JOINTS, INCLUDING SUITABLE NUTS AND PLAIN HARDENED WASHERS'. ALL BOLTS SHALL
BE 5/8" DIA UNLESS OTHERWMSE NOTED.

ALL STEEL MATERIALS SHALL BE GALVANIZED AFTER FABRICATION IN ACCORDANCE WITH ASTM A123 "ZINC (HOT-DIP
GALVANIZED) COATINGS ON IRON AND STEEL PRODUCTS", UNLESS OTHERWSE NOTED.

ALL BOLTS, ANCHORS AND MISCELLANEQUS HARDWARE SHALL BE GALVANIZED (N ACCORDANCE WITH ASTM A153
"ZINC-COATING (HOT-DIP) ON IRON AND STEEL HAROWARE", UNLESS OTHERWSE NOTED.

FIELD WELDS, DRILL HOLES, SAW CUTS AND ALL DAMAGED GALVANIZED SURFACES SHALL BE REPAIRED WITH AN

ORGANIC ZINC REPAIR PAINT COMPLYING WITH REQUIREMENTS OF ASTM A780. GALVANIZING REPAIR PAINT SHALL HAVE
65 PERCENT ZINC BY WEIGHT, ZIRP BY DUNCAN GALVANIZING, GALVA BRIGHT PREMIUM BY CROWN OR EQUAL. THICKNESS
OF APPLIED GALVANIZING REPAR PAINT SHALL BE NOT NOT LESS THAN 4 COATS (ALLOW TIME TO ORY BETWEEN COATS}
WTH A RESULTING COATING THICKNESS REQUIRED BY ASTM A123 OR A153 AS APPLICABLE.

. CONTRACTOR SHALL COMPLY WITH AWS CODE FOR PROCEDURES, APPEARANCE AND QUAUTY OF WELDS, AND FOR METHODS

USED IN CORRECTING WELDING. ALL WELDERS AND WELDING PROCESSES SHALL BE QUAUFIED IN ACCORDANCE WITH AWS
"STANDARD QUALIFICATION PROCEDURES". ALL WELDING SHALL BE DONE USING E70XX ELECTRODES AND WELDING SHALL
CONFORM TO AISC AND DIl WHERE FILLET WELD SIZES ARE NOT SHOWN, PROVIDE THE MINIMUM SIZE PER TABLE J2.4 IN
THE AISC "MANUAL OF STEEL CONSTRUCTION", 9TH EDITION.

. INCORRECTLY FABRICATED, DAMAGED OR OTHERWISE MISFITTING OR NONCONFORMING MATERIALS OR CONDITIONS SHALL

BE REPORTED TO THE CONSTRUCTION MANAGER PRIOR TO REMEDIAL OR CORRECTIVE ACTION. ANY SUCH ACTION SHALL
REQUIRE CONSTRUCTION MANAGER APPROVAL.

UNISTRUTS SHALL BE FORMED STEEL CHANNEL STRUT FRAMING AS MANUFACTURED BY UNISTRUT CORP, WAYNE, MI OR
EQUAL. STRUT MEMBERS SHALL BE 1 5/8"x1 5/8"x12GA, UNLESS OTHERWSE NQOTED, AND SHALL BE HOT-DIP GALVANIZED
AFTER FABRICATION.

EPOXY ANCHOR ASSEMBLY SHALL CONSISIT OF 1/2° DIAMETER STAINLESS STEEL ANCHOR ROD WITH NUTS & WASHERS, AN
INTERNALLY THREADED INSERY, A SCREEEN TUBE AND A EPOXY ADHESIVE. THE ANCHORING SYSTEM SHALL BE THE
HILTI-HIT HY~20 AND OR HY-150 SYSYTEMS (AS SPECIFIED ON DWG.) OR ENGINEERS APPROVED EQUAL WITH 4-1/4" MIN.
EMBEDMENT DEPTH, UNLESS NOTED OTHERWISE.

EXPANSION BOLTS SHALL CONFORM TO FEDERAL SPECIFICATION FF-S-325, GROUP Il, TYPE 4, CLASS |, HILTI KWK BOLT
Il OR APPROVED EQUAL. INSTALLATION SHALL BE IN ACCORDANCE WITH THE MANUFACTURER'S RECOMMENDATIONS.
MINIMUM EMBEDMENT SHALL BE THREE AND ONE HALF (3 1/2) INCHES.

. GRAVEL SUB BASE AND CONCRETE SHALL BE PLACED AGAINST UNDISTURBED SOIL.
. CONCRETE FOR FENCE AND ICE BRIDGE SUPPORT SHALL BE 3000 PSt AIR ENTRAINED (4%—6%) NORMAL WEIGHT CONCRETE.

ALL CAST IN PLACE CONCRETE SHALL BE MIXED AND PLACED IN ACCORDANCE WITH THE REQUIREMENTS OF ACI 318 AND
AC 301,

THE FOLLOWING MINIMUM CONCRETE COVER OVER REINFORCING STEEL SHALL BE AS FOLLOWS UNLESS NOTED OTHERWSE:

CONCRETE CAST AGAINST EARTH ... 3 INCHES.
CONCRETE EXPOSED TO EARTH OR WATER

#6 AND LARGER .
5 AND SMALLER

ALL EXPOSED EDGES SHALL BE PROVIDED WITH A 3/4x3/4" CHAMFER UNLESS OTHERWSE NOTED.

. LUMBER SHALL COMPLY WITH THE REQUIREMENTS OF THE AMERICAN INSTITUTE OF TIMBER CONSTRUCTION AND THE

NATIONAL FOREST PRODUCTS ASSOCIATION'S NATIONAL DESIGN SPECIFICATION FOR WOOD CONSTRUCTION. ALL
LUMBER SHALL BE PRESSURE TREATED AND SHALL BE STRUCTURAL GRADE NO. 2 OR BETTER.
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